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ol PLASTIC - RUBBER

No.145-G

No. 153

GEL TIME TESTER (MAGNET TYPE)

No. 153-GTR GELTIME TESTER (TORQUE METER TYPE)

No. 145-G GEHMAN STIFFNESS TESTER M

JIS-K6261, 1ISO-1432
> FEATURE

This tester is used to determine the relative stiffness characteristics of
vulcanized or thermoplastic rubber. The tester will record the torsion
angle of the test specimen 10 seconds after being twisted 180 degrees.
This procedure is done from 23 °C to the lowest test temperature of
the test, so that the temperature (T2, T5, T10, and T100) of which the
modulus values are at 2, 5, 10, and 100 can be obtained from the Temp.
- Angle curve diagram.

2 SPECIFICATION

Hangings 4 Hangings
Specimen W3.0 + 0.2 mm, L40.0 + 2.5 mm, T2.0 £ 0.2 mm
) L: 65+ 8 mm,
TERE e Torsional Constant: 2.81 mN-m/rad (Standard Wire)
Chuck Distance 25+3 mm

Torsion Angle
Measurement

Temperature Range
Temperature Rise
Software
Accessories

Power Source

Dimensions/ Weight
(Approx.)

Rotary Encoder, Detection: 0.1°

-70 to 30 °C (Refrigerator & Refrigeration Medium)

5 °C interval (Condition Controlling Time: 5 min)

Windows Compatible

Specimen Setting Jig, Specimen Cutter, Torsion Wire Jig: 1 pc each
AC 200V, 3-Phase, 20 A, 50/60 Hz

W650 x D780 x H1,840 mm/ 200 kg

No.153 (2 Hangings)

No.153 (5 Hangings)

N0.153-GTR

> FEATURE
H No.153

GEL TIME TESTER

(MAGNET TYPE)
This tester is made to easily measure the
gelatinization time of thermoset plastic resin.
The operator is to put the test specimen
into the test tube with a rotating rotor. As the
gelatinization progresses and a certain torque
forms in the test specimen, the magnetic
coupling system will drop from the rotor to
indicate that the test specimen has gelatinized.

M No.153-GTR

GEL TIME TESTER

(TORQUE METER TYPE)
This tester continuously records the time series
variation of torque during the gelatinization
process of thermoset plastic resin.

> SPECIFICATION

Model

No.153 No0.153-GTR

Hangings

2 Hangings or 5 Hangings (2 kinds) 1 Hanging

Detecting Torque

3.7 t0 4.0 gf-cm Max. 20.0 mN-m

Temperature Range

Max. 200 °C (Option: Refrigerator 10 to 200 °C)

Rotor Rotation Speed

25 rpm (50 Hz), 24 rpm (60 Hz)

Timer

Max. 999,999 s or Max. 99 hr 59 min 59 sec

Rotor (¢5 x 110 mm): 100 pcs each

EEEERINEE Test Tube (Outer Diameter 12 x 90 mm): 100 pcs each
Option Silicon QOil |Silicon Qil, Software, Chart Recorder
Power Source AC 100V, 1-Phase, 10 A, 50/60 Hz
2 Hangings:
5&2‘;2?(‘_‘;"5/ U 5"\}’4336:9;‘”5;60 = AU Y A1) W530 x D450 x H700 mm/ 40 kg
W650 x D375 x H600 mm/ 50 kg

*Power source, dimensions, weight may differ by specifications.



