PAPER - PULP i

RING CRUSH TESTER

JIS-P8126, I1ISO-12192(Option: Z0402, Z0403-1, Z0403-2)

> FEATURE

This tester is used to evaluate the compressive strength of ring shaped
paper board according to the Ring Crush Method. By changing the jig
(option), the tester can be used for conducting adhesive power tests of
cardboard, flat surface compression tests, and vertical compression tests.

2 SPECIFICATION
Specimen W12.7 + 0.1 mm, L152.4 to 2.5 mm, T580 pm or Less

Outer Frame: Inner Diameter p49.30 + 0.05 mm, D6.35 £ 0.25 mm
Inner Frame: 9 kinds (To be Specified)

Load Measuring Load Cell: Max. 1,999 N

Compression Plate (100 x 100 mm

Compression Speed|12.5 £ 2.5 mm/min

Option Pin Attachment, Vertical Compression Jig
Power Source AC 100 V, 1-Phase, 10 A, 50/60 Hz

Dimensions/ Weight|Main Body: W350 x D400 x H540 mm/ 60 kg
(Approx.) Control Box: W135 x D350 x H250 mm/ 10 kg

Specimen Holder

WATER VAPOUR PERMEABILITY CUP

JIS-(K5400), KB6549, Z0208, TAPPI-T448, T464, IS0O-2528
2 FEATURE

This tester is used to evaluate the permeability of plastic film and
moisture-proof packaging material for processed paper and coating
according to the Cup Method. The permeability value obtained by this
method is the mass of vapour that passed through the membranal
material during a specific amount of time under prescript temperature
and humidity conditions.

> SPECIFICATION

Specimen @70 mm

Vapour Transmission
Area

28 cm? (Inner Diameter of Cup @80 mm)

Cup, Ring, Glass Dish: 10 pcs each

Guide, Base, Weight, Cutter: 1 pc each

A Method: Temperature 25 + 0.5 "C, Humidity 90 + 2 %
Test Method B Method: Temperature 40 £ 0.5 "C, Humidity 90 £ 2 %,

Accessories

Alr Velocity 0.5 t0 2.5 m/s
W450 x D250 x H230 mm/ 8 kg (Including Case)

Dimensions/ Weight
(Approx.)

*Power source, dimensions, weight may differ by specifications.
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