PAINT - PIGMENT - INK *

GARDNER TYPE WASHABILITY TESTER B3

+

JIS-A6909, K3920, (K5400), K5600-5-11, K5660, K5663, K5667,
K5668, 1ISO-11998

> FEATURE

This tester is used to evaluate the washability endurance and moistening
abrading endurance of coated film. Brushing the coated film back and
forth with the prescript brush or grinding pad, the operator is to check the
exposure of the bases material due to tears and detritions, as well as the
amount lost from the coated film surface.

> SPECIFICATION

4398Nny - OILSV'1d

Hangings 2 Hangings

Glass Plate 500 x 170 x T3 mm
Brushing Distance 300 =5 mm
Brushing Speed 37 £ 2 times/min

Pig Bristle 60 pcs (5 x 12), Area 90 x 38 mm,

Q409 - FHIM OIH103713

Sl L19 mm, Mass 450 £ 1 g

Abrasive Pad (Option)|Material: Nonwoven Plastic, 90 x 39 x T5 mm, Mass 135+ 1 g
No.552 Counter 6 Digits Preset Counter

Soap Dropping Device [Needle Valve type

Power Source AC 100V, 1-Phase, 15 A, 50/60 Hz

8\”;;2?3”5/ Weight - |\v40 x D580 x H540 mmy/ 80 kg

PENCIL SCRATCH HARDNESS TESTER (MANUAL)

PENCIL SCRATCH HARDNESS TESTER
No. 883-M  (ELECTRIC SYSTEM)
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No.553 No.553-M-1 No0.553-M-2
JIS-(C3003), C3216-4, D0202, (K5400), K5600-5-4, K5651, K6894, K6902, ASTM-D2197, D3363, ISO-15184, IEC-60521-4
> FEATURE
M No.553 PENCIL SCRATCH HARDNESS TESTER M No.553-M PENCIL SCRATCH HARDNESS TESTER I_—||_I
(MANUAL) (ELECTRIC SYSTEM) ﬁ
This tester is used to evaluate the hardness of coated film according to Instead .0f moving the pencil arm manually, this model moves =
the testing machine method. Scratching the paint surface with a pencil ~ automatically at a constant speed. A double arm model can also be m
attached at a 45° angle, the operator is to determine the hardest pencil ~ selected, allowing for testing with 2 pencils simultaneously. é
that does not tear or damage the coated film. The tester can also be <
used to evaluate the hardness of decorative sheet and resistance to %
solvents on enameled wire. o

> SPECIFICATION
Model No.553 No.553-M
M-1: 100 x 180 mm

Specimen Base 100 x 180 mm M-2 150 x 180 mm

Stroke Left-Right Max. 100 mm, Front-Back Max. 50 mm
Scratching Angle 45° (60° for Enameled Wire)

Scratching Speed Manual 1.75 mm/ 1 turn |Mot0rized (Standard 0.5 to 1 mm/s)
Test Load Max. 1 kgf (Balance Weight)

Mitsubishi UNI Pencil (6B to 9H): Total 17 pcs, Needle: 1 pcs,

ez Rl Pencil Sharpener, Abrasive Paper (#400), Spirit Level
Option Heating Plate Spec, Conduction Device, Needle (¢3 mm, L23 mm, Top Angle 60°)
Power Source - AC 100V, 1-Phase, 3 A, 50/60 Hz

Dimensions/ Weight
(Approx.)
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M-1: W440 x D200 x H440 mm/ 23 kg

V500 x D170 x H370 mm/ 8 kg M-2: W440 x D260 x H440 mm/ 30 kg

*Power source, dimensions, weight may differ by specifications.
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